City of Bowling Green
East Poe Road - Roadway and Culvert Improvements - Phase Il

Bid Tabulation
8/8/2019

Engineer's Estimate: $540,000.00

Geddis Paving and
Excavating, Inc.
1019 Wamba Ave.
Toledo, OH 43607

Geo. Gradel Co.
3135 Front St
Toledo, OH 43605

ITEM No. ITgll\Jllol;rO DESCRIPTION QUANTITY | UNIT | UNITPRICE | TOTAL PRICE | UNIT PRICE | TOTAL PRICE
1 201 CLEARING AND GRUBBING 10| LS 500.00 500.00 1,350.00 1,350.00
2 202 |GUARDRAIL REMOVED 960.0 | FT 1.50 1,440.00 1.60 1,536.00
3 202 |PAVEMENT REMOVED, ASPHALT 2,430.0 | SY 4.00 9,720.00 5.95 14,458.50
4 203 |EXCAVATION 1,595.0 | CY 12.00 19,140.00 17.20 27,434.00
5 203 |EMBANKMENT 7950 | CY 12.00 9,540.00 13.50 10,732.50
6 204 |PROOF ROLLING 2.0 |HOUR 91.00 182.00 180.00 360.00
7 204 |SUBGRADE COMPACTION 3,346.0 | SY 0.40 1,338.40 0.60 2,007.60
8 204 |EXCAVATION OF SUBGRADE 750 | CY 20.00 1,500.00 17.20 1,290.00
9 204 |GRANULAR MATERIAL, TYPE C 750 | CY 40.00 3,000.00 25.00 1,875.00
10 606 |GUARDRAIL, TYPE MGS 8750 | FT 18.00 15,750.00 18.70 16,362.50
11 606 |ANCHOR ASSEMBLY, MGS TYPE T 2.0 |EACH 1,185.00 2,370.00 1,080.00 2,160.00
12 601 ROCK CHANNEL PROTECTION, TYPE B, WITH FILTER 26.0 | CY 105.00 2,730.00 125.00 3,250.00
13 601 ROCK CHANNEL PROTECTION, TYPE C, WITH FILTER 1120 | CY 120.00 13,440.00 102.25 11,452.00
14 653 |TOPSOIL FURNISHED AND PLACED 750 | CY 50.00 3,750.00 55.00 4,125.00
15 659  |SEEDING AND MULCHING, INCLUDING FERTILIZER 10| LS 2,600.00 2,600.00 2,730.00 2,730.00
16 832 |STORM WATER POLLUTION PREVENTION PLAN, AS PER PLAN 10| LS 3,000.00 3,000.00 1,465.00 1,465.00
17 832 |EROSION CONTROL 10,000.0 |EACH 1.00 10,000.00 1.00 10,000.00
18 512 |TYPE 2 WATERPROOFING 404.0 | SY 22.00 8,888.00 15.70 6,342.80
19 602 |CONCRETE MASONRY 144 | CY 1,750.00 25,200.00 1,460.00 21,024.00
20 611 6" CONDUIT, TYPE F 500 | FT 5.00 250.00 10.00 500.00
21 611 6" CONDUIT, TYPE F FOR UNDERDRAIN OUTLETS 700 | FT 11.00 770.00 25.00 1,750.00
22 611 8" CONDUIT, TYPE E (707.45) 500 | FT 6.25 312.50 17.00 850.00
23 611 24" CONDUIT, TYPE B (706.02) 800 | FT 90.00 720.00 200.00 1,600.00
24 611 12'x8' CONDUIT, TYPE A (706.05) 1300 | FT 1,350.00 175,500.00 1,650.00 214,500.00
25 604 |PRECAST REINFORCED CONCRETE OUTLET 2.0 |EACH 700.00 1,400.00 150.00 300.00
26 605 |AGGREGATE DRAINS 128.0 | FT 12.00 1,536.00 16.20 2,073.60
27 605 |6" BASE PIPE UNDERDRAIN 970.0 | FT 16.00 15,520.00 10.80 10,476.00
28 613 |LOW STRENGTH MORTAR BACKFILL 164.0 | CY 78.00 12,792.00 96.50 15,826.00
29 301 [ASPHALT CONCRETE BASE, PG64-22 484.0 | CY 145.00 70,180.00 1562.25 73,689.00
30 304 |[AGGREGATE BASE 861.0 | CY 45.00 38,745.00 40.00 34,440.00
31 407 |TACK COAT 325.0 | GAL 2.00 650.00 2.10 682.50
32 SPEC. |GEOGRID SUBGRADE REINFORCEMENT 3,137.0 | SY 4.50 14,116.50 3.60 11,293.20
33 411 STABILIZED CRUSHED AGGREGATE 68.0 | CY 60.00 4,080.00 58.00 3,944.00
34 441 |ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 2 (448) 1440 | CY 185.00 26,640.00 194.25 27,972.00
35 441 |ASPHALT CONCRETE SURFACE COURSE, TYPE 1, (448), PG64-22 126.0 | CY 210.00 26,460.00 220.50 27,783.00
36 626 |BARRIER REFLECTOR, TYPE A 12.0 | EACH 7.50 90.00 7.90 94.80
37 642 |EDGE LINE 0.38 | MILE 2,500.00 950.00 4,725.00 1,795.50
38 642 |CENTERLINE 0.18 | MILE 5,000.00 900.00 4,725.00 850.50
39 614 [MAINTAINING TRAFFIC 10| LS 4,000.00 4,000.00 4,500.00 4,500.00
40 624  [MOBILIZATION 10| LS 20,000.00 20,000.00 24,300.00 24,300.00

Total Bid = $  549,700.40 $ 599,175.00




